
KIT 4KW 2.56KWH

Este kit solar incluye estos componentes: 

- 1 inversor híbrido solar monofásico Growatt SPH4000 4kW 

- 1 batería Growatt ARK-2.5L-A1 para inversor SPH 

- 1 Medidor Inteligente Growatt TPM-E monofásico 

- 1 antena WiFi Growatt Shinewi-S 

- 1 base Growatt ARK-2.5L-A1 para baterías de bajo voltaje

- 1 cable de batería de bajo voltaje Growatt HVC 60050ARK-2.5L-A1

www.energybatt.es
Soporte y asesoramiento por teléfono en: +34910368394  

O asesoramiento por email en: pedidos@energybatt.es

Hoja de datos Batería ARK 2.5L

Demostración del sistema

 

  

Módulos de batería ARK 2.5L-A1 (2.56kWh, 51.2V, 30kg)

Número de módulos 1

Capacidad de energía 2.56 kWh

Dimensiones 650x260x170mm

Peso 30kg

Corriente de carga / descarga máxima 25 A

General  

Tipo de batería Litio Ferrofosfato libre de cobalto

Voltaje nominal 51.2V

Voltaje de operación 47.2-56.8V



Rango IP65

Protección ambiental Instalación en la pared o en el suelo

Instalación -10~45ºC

Características  

DoD 90%

Parámetros de comunicación

SOC, Voltaje del sistema, corriente, voltaje de celda, 
medición de la temperatura del PCBASOC, voltaje del 
sistema, corriente, voltaje de celda, temperatura de la 

celda, medición de la temperatura del PCBA.

Puerto de comunicación CAN

Garantía: 5 años/10 años Sí/opcional

Certificación EC62619 (Celda&empaque), CE, CEC, RCM, UN38.3

Hoja de datos Inversor SPH4000

DC input data

Max. recommended PV power 6600W

Start voltage 150V

Max. PV voltage 550V

PV voltage range 120V-550V

MPP voltage range/nominal voltage 150V-550V /360V

Max. input current of tracker A/B 12A/12A

Number of MPP trackers / strings per MPP tracker 2/1

AC Output

Rated AC output power 4000W

Max. AC apparent power 4000VA

Max. output current 22A

Nominal AC output voltage 230V

Nominal grid frequency 50Hz/60Hz,±5Hz

Power factor at rated power 1

Displacement power factor 0.8leading… 0.8lagging

THDI <3%

AC output power(Backup)

Max. output power 3000W

Rated AC output voltage 230Vac

Rated AC output frequency 50/60Hz

Automatic switchover time <0.5S



Battery data

Battery voltage range 42~59V

Max. charging voltage 58V

Max charging and dischargingcurrent 66A

Max charging and discharging power 3000W

Battery type lithium /Lead-acid

Deep of discharging 80%DOD/50%DOD

Capacity of battery 3~12kWh

Efficiency

Max. efficiency 97,5%

Euro European efficiency 97,0%

MPPT efficiency 99,5%

Protection devices

DC switch yes

DC reverse polarity protection yes

Battery reverse protection yes

Output over current protection yes

Output over voltage protection yes

Ground fault monitoring yes

Grid monitoring yes

Integrated all - pole sensitive leakage yes

General Data

Dimensions (W / H / D) in mm 547/516/170

Weight 27KG

Operating temperature range –25°C ... +60°C

Noise emission (typical) ≤ 25 dB(A)

Altitude 2000m

Self-Consumption < 3 W

Topology transformerless

Cooling concept Natural

Environmental Protection Rating IP65

Relative humidity 100%

Features

DC connection MC4/H4(opt)



  

Interface:RS232/USB/CAN/RF/Wi-Fi yes/yes/yes/opt/opt

Display LCD

Warranty: 5 years / 10 years yes /opt

CE, IEC62109, G83/G59, VDE0126-1-1, AS4777, AS/NZS 3100, CEI 0-21, VDE-AR-N4105, UTE C 15-712, EN50438, 

IEC 61727, IEC 62116


